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FTPLUS 03/04

Further conductor sizes available, details upon request.

Cable ref. No. of cores Conductor Class CSA mm2 Protective earth Nominal overall Approx. nett
conductor CSA mm2 diameter mm weight kg/km

FTPLUS2E1.5RD 2 1 1.5 1.5 8.6 130
FTPLUS3E1.5RD 3 1 1.5 1.5 9.0 135
FTPLUS4E1.5RD 4 1 1.5 1.5 10.1 170

FTPLUS2E2.5RD 2 1 2.5 2.5 9.9 175
FTPLUS3E2.5RD 3 1 2.5 2.5 10.6 200
FTPLUS4E2.5RD 4 1 2.5 2.5 11.9 250

FTPLUS2E4RD 2 2 4 4 11.7 250
FTPLUS3E4RD 3 2 4 4 12.8 300
FTPLUS4E4RD 4 2 4 4 14.4 370

Zero Halogen, Low Smoke (OHLS®) cable,
maintaining circuit integrity when exposed 
to fire. Meeting the Enhanced category of 
BS 5839-1:2002.

Firetufplus has been specially designed to meet the
Enhanced requirements detailed in BS 5839-1:2002, Clause
26e. It therefore meets the PH120 class and additionally
meets the requirements for integrated water spray and
mechanical shock also described in Clause 26e and
detailed in BS 8434 Part 2:2002. tested and approved by
LPCB (Ref 076g/01).
• 60 mins - fire and mechanical impact
• 60 mins - fire and mechanical impact + water

Firetufplus achieves the enhanced performance whilst
retaining all the advantages associated with a pliable cable.
These include:
• Lower termination costs
• No special tools or training
• Ease of handling and installation
• Available in long lengths

Firetufplus achieves the Enhanced performance by
application from state of the art materials technology.
In providing advanced resistance to fire and heat, enabling
the maintenance of circuit integrity through this most
onerous testing protocol. 

Construction

Conductors: Solid (Class 1) or stranded (Class 2)
plain annealed copper wire to 
BS 6360 and IEC 60228.

Enhanced Insulation:
Silicone rubber to BS 7655: 
Section 1.1, Type EI2.

Enhanced Binder:
Close weave glass tape to 
BS EN 61067.

Conductor (earth):
Solid tinned or stranded annealed
copper to BS 6360.

Enhanced Electrostatic screen:
Aluminium/polyester laminated tape.

Enhanced Sheath:
Thermoplastic Zero Halogen,
Low Smoke (OHLS®) compound.

Physical Characteristics

Voltage rating (Uo/U): 300/500V.

Operating temp.: -40˚C  to +90˚C
(The cable should not be flexed 
when either the ambient or cable
temperature is below 0˚C).

Min. bending radius: 6 x overall diameter of cable.

Standards Achieved

Circuit integrity: Passes BS 5839-1:2002 
Clause 26.2e Enhanced.
Passes BS 8434-2:2003.
Passes EN50200 PH120.

Flame propagation: Passes IEC 60332-3, IEC 60332-1,
BSEN 50265, BSEN 50266.

Acid gas emission: Passes IEC 60754, BSEN 50267.

Smoke emission: Passes IEC 61034, BSEN 50268.
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LPCB Ref.No 076g/01

All Firetuf cables are tested and Certified
by LPCB and BASEC to the latest edition
of appropriate Standards.


